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Welcome to the land of plenty!
( the paradise of hungry men)

To get in, you have to etch a 
hole in the wall of porridge

Set Options

Document Properties

Grid – Grid line count 500 -> 1m2
Units similar for Model + Layout in mm

Rhino-Options

Appearance - Activate 
Viewport tabs at start
General - Activate 
«Show surface isocurves»
Keyboard: (For Macs without «Delete» 
key) 
Set «F5» to: !_Delete
Modeling Aids – Nudge – activate
«Arrow keys» - «Nudge steps»: 
1 - ctrl10 - shift0.1
Toolbars . «Size and Styles» – «Button 
Options»: desactivate
«Cascade as menu» 
«Visibility»: activate
«Sidebar visible»

Updates + Statistics – desable
View - «Viewport properties» - Activate  
«Single click maximize»
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Open «File» -
«Notes»
+ «Help» –

«Command Context
Help»

LMB on tab + drag
on other tab

RMB on grey bar -
«Show Toolbar» -
«Analyze»

LMB on blue bar + 
drag on right border
of the screen

Rhino 5 – Screen Settings

Open «Edit Layers» +
«Object Properties». 
Drag the tab with LMB 
on blue bar on left
border of the screen

Activate Osnap

Open  «Set View» + drag
the panel in the screen
Place the Cursor on the
icon «Place Target» With
CTRL-LMB drag a copy
in the Standard - Toolbar 

Copy Icons with CTRL+RMB
with SHIFT+LMB move the icon in mainn
window to delete it
with SHIFT+RMB edit the icons

Single Click 
maximize

RMB: rotate

Shift/RMB: pan, drag

Ctrl/RMB: zoom

RMB: pan, drag

Ctrl/RMB: zoom

Transformations:
Move, Rotate, 

Scale

Main1 + 
Main2:
Create - Edit

Analyze Tools

Object
Properties

Layers with
line settings

Navigation

RMB: pan, drag

Ctrl/RMB: zoom RMB: pan, drag

Ctrl/RMB: zoom

Viewport Tabs

Toolbar Tabs
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Learning Rhino
Try out systematicly the functions with all options.
Please consider: to repeat = to memorize - Open Rhino 2x/week
Only when you knows several commands you can act competently. 
You must always have a second way to solve your problem.
As Beginner use the „Command Context Help“ or the „Help“ (F1)

FIRST…
Set the Options

Syntax for exact entry in command prompt:

0,0,0 = x,y,z from absolute 0-Point
r0,0,0 = x,y,z from last selected Point (r = relative)
0<0 = polar coordinates (Length, Angle) from absolute 0-Point
r0<0 = polar coordinates (Length, Angle) from last selected Point 

Helpfull
While drawing, the TAB - key fixes the direction, You can enter the length
with command prompt.

Helpfull: Command Context Help + Notes
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Epilog Driver

Epilog Laser Driver: Start the compputer, log in as: localuser – Plot@bfh
Open Rhino, „File new“ or Ctrl-N, „Laser.3dm“
Activate a new layer: File - Import – „YourFile“
Choose all Layers and set the Print Width: Hairline
Or choose the Objects and set the Print Width: Hairline
File – Print or Ctrl-P
Epilog Driver - Properties
Custom Size = 914x609, 
Advanced: Load Settings

Trotec Driver: Job Control or Alphacam

Select all Layers and set the Print Width: Hairline
Or select the Objects and set the Print Width: Hairline
No double lines
All curves are joint
Custom Size = 1245x710


